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EUTROPHICATION ASSESSMENT

IN RIVER BASIN SAVA IN REPUBLIC OF SRPSKA

METHODOLOGY

WB>100 m2        pressures (population, industry, 
land use, waste landfield)

WB<100 m2        pressures (population and land 
use)
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POINT SOURCE POLUTION

POPULATION

INDUSTRY

Parametar

ES t/a

gr/pop/day Drainage UWWTP Septic tanks

N 10 0,003650 0,002373 0,003103

P 2 0,000730 0,000584 0,000657

INDUSTRY             first and second category

WASTE LANDFIELD

N 0,00365 t/god x 0,85 = 0,0031025 t/god
P 0,00073 t/god x 0,9 = 0,000657 t/god

POPULATION-not conected

AGRICULTURE

No Area N  (kg/ha/a) P (kg/ha/a)

1. Urban area 6,6 1,0

2. Agricultural land 8,0 1,0

3. Pasture 2,2 0,1

4. Forest 1,1 0,06

5. Other 0 0

DIFFUSE POLUTION

FARMS
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LAND USE

INDUSTRY      FARMS
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RISK ASSESMENT

Results N (t/a) P (t/a)

SRBMP 79.582 10.553

MONERIS 114.000 8.900

MONITORING 38.000- 85.000 1.800-6.900

Comparison of calculation –diffuse polution

First Plan – SRBMP
Next Plan- Monitoring
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Comparison of calculation and measured the concentration of pollution

Comparative parameters
BPK5

(g/m3)

N

(g/m3)

P

(g/m3)

Measured average concentration(g/m3) 3,0825 2,11 0,056

Calculation of concentration Qav=20,35

m3/s 2,4648 0,711 0,123

Comparison of calculation and measured pollution loads

Comparative parameters
BPK5

(t/a)

N

(t/a)

P

(t/a)

Total measured transport pollution 1.978,22 1.354,11 35,94

The total pollution load calculation 1,581.78 456.26 78.78

Procent (measured/calculation– 1)*100 % 25,1 196,8 -54,4

Comment on the result for the

computational burden

less 25% 2 time less Lager 54%


